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include for each affected unit (or group
of units using a common stack):

(1) The information and hourly data
required in §§ 75.50 through 75.52 (or
§§ 75.54 through 75.56), no later than the
quarterly report due April 30, 1996), ex-
cluding:

(i) Descriptions of adjustments, cor-
rective action, and maintenance;

(ii) Information which is incompat-
ible with electronic reporting (e.g.,
field data sheets, lab analyses, quality
control plan);

(iii) Opacity data listed in § 75.50(f) or
§ 75.54(f);

(iv) For units with SO2 or NOX add-on
emission controls that do not elect to
use the approved site-specific paramet-
ric monitoring procedures for calcula-
tion of substitute data, the informa-
tion in § 75.55(b)(3); and

(v) The information recorded under
§ 75.56(a)(7) for the period prior to Janu-
ary 1, 1996.

(2) Tons (rounded to the nearest
tenth) of SO2 emitted during the quar-
ter and cumulative SO2 emissions for
calendar year.

(3) Average NOx emission rate (lb/
mmBtu, rounded to the nearest hun-
dredth) during the quarter and cumu-
lative NOx emission rate for calendar
year.

(4) Tons of CO2 emitted during quar-
ter and cumulative CO2 emissions for
calendar year.

(5) Total heat input (mmBtu) for
quarter and cumulative heat input for
calendar year.

(6) If the affected unit is using a
qualifying Phase I technology, then the
quarterly report shall include the in-
formation required in paragraph (e) of
this section.

(b) The designated representative
shall affirm that the component/sys-
tem identification codes and formulas
in the quarterly electronic reports,
submitted to the Administrator pursu-
ant to § 75.53, represent current operat-
ing conditions.

(c) Compliance certification. The des-
ignated representative shall submit a
certification in support of each quar-
terly emissions monitoring report
based on reasonable inquiry of those
persons with primary responsibility for
ensuring that all of the unit’s emis-
sions are correctly and fully mon-

itored. The certification shall indicate
whether the monitoring data submit-
ted were recorded in accordance with
the applicable requirements of this
part including the quality control and
quality assurance procedures and speci-
fications of this part and its appen-
dices, and any such requirements, pro-
cedures and specifications of an appli-
cable excepted or approved alternative
monitoring method. In the event of any
missing data periods, the certification
must describe the measures taken to
cure the causes for the missing data pe-
riods. For a unit with add-on emission
controls, the designated representative
shall also include a certification for all
hours where data are substituted fol-
lowing the provisions of § 75.34(a)(1),
that the add-on emission controls were
operating within the range of param-
eters listed in the monitoring plan, and
that the substitute values recorded
during the quarter do not systemati-
cally underestimate SO2 or NOX emis-
sions, pursuant to § 75.34.

(d) Electronic format. Each quarterly
report shall be submitted in a format
to be specified by the Administrator,
including both electronic submission of
data and paper submission of compli-
ance certifications.

(e) Phase I qualifying technology re-
ports. In addition to reporting the in-
formation in paragraphs (a), (b), and (c)
of this section, the designated rep-
resentative for an affected unit on
which SO2 emission controls have been
installed and operated for the purpose
of meeting qualifying Phase I tech-
nology requirements pursuant to § 72.42
of this chapter shall also submit re-
ports documenting the measured per-
cent SO2 emissions removal to the Ad-
ministrator on a quarterly basis, begin-
ning the first quarter of 1997 and con-
tinuing through the fourth quarter of
1999. Each report shall include all
measurements and calculations nec-
essary to substantiate that the qualify-
ing technology achieves the overall
percentage reduction in SO2 emissions.

[58 FR 3701, Jan. 11, 1993, as amended at 60
FR 26540, 26569, May 17, 1995]

§ 75.65 Opacity reports.
The owner or operator or designated

representative shall report excess
emissions of opacity recorded under
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§§ 75.50(f) or 75.54(f) to the applicable
State or local air pollution control
agency, in a format specified by the ap-
plicable State or local air pollution
control agency.

[60 FR 26540, May 17, 1995]

§ 75.66 Petitions to the Administrator.

(a) General. The designated represent-
ative for an affected unit subject to the
requirements of this part may submit
petitions to the Administrator. Any pe-
titions shall be submitted in accord-
ance with the requirements of this sec-
tion. The designated representative
shall comply with the signatory re-
quirements of § 72.21 of this chapter for
each submission.

(b) Alternative flow monitoring method
petition. In cases where no location ex-
ists for installation of a flow monitor
in either the stack or the ducts serving
an affected unit that satisfies the mini-
mum physical siting criteria in appen-
dix A of this part or where installation
of a flow monitor in either the stack or
duct is demonstrated to the satisfac-
tion of the Administrator to be tech-
nically infeasible, the designated rep-
resentative for the affected unit may
petition the Administrator for an al-
ternative method for monitoring volu-
metric flow. The petition shall, at a
minimum, contain the following infor-
mation:

(1) Identification of the affected
unit(s);

(2) Description of why the minimum
siting criteria cannot be met within
the existing ductwork or stack(s). This
description shall include diagrams of
the existing ductwork or stack, as well
as documentation of any attempts to
locate a flow monitor; and

(3) Description of proposed alter-
native method for monitoring flow.

(c) Alternative to standards incor-
porated by reference. The designated
representative for an affected unit may
apply to the Administrator for an al-
ternative to any standard incorporated
by reference and prescribed in this
part. The designated representative
shall include the following information
in an application:

(1) A description of why the pre-
scribed standard is not being used;

(2) A description and diagram(s) of
any equipment and procedures used in
the proposed alternative;

(3) Information demonstrating that
the proposed alternative produces data
acceptable for use in the Acid Rain
Program, including accuracy and preci-
sion statements, NIST traceability cer-
tificates or protocols, or other support-
ing data, as applicable to the proposed
alternative.

(d) Alternative monitoring system peti-
tions. The designated representative for
an affected unit may submit a petition
to the Administrator for approval and
certification of an alternative monitor-
ing system or component according to
the procedure in subpart E of this part.
Each petition shall contain the infor-
mation and data specified in subpart E,
including the information specified in
§ 75.48, in a format to be specified by
the Administrator.

(e) Parametric monitoring procedure pe-
titions. The designated representative
for an affected unit may submit a peti-
tion to the Administrator, where each
petition shall contain the information
specified in § 75.51(b) (or § 75.55(b), no
later than January 1, 1996) for use of a
parametric monitoring method. The
Administrator will either:

(1) Publish a notice in the FEDERAL
REGISTER indicating receipt of a para-
metric monitoring procedure petition;,
or

(2) Notify interested parties of re-
ceipt of a parametric monitoring peti-
tion.

(f) Missing data petitions for units with
add-on emission controls. The designated
representative for an affected unit may
submit a petition to the Administrator
for the use of the maximum controlled
emission rate, which the Administrator
will approve if the petition adequately
demonstrates that all the requirements
in § 75.34(a)(2) are satisfied. Each peti-
tion shall contain the information list-
ed below for the time period (or data
gap) during which the affected unit ex-
perienced the monitor outage that
would otherwise result in the substi-
tution of an uncontrolled maximum
value under the standard missing data
procedures contained in subpart D of
this part:

(1) Data demonstrating that the af-
fected unit’s monitor data availability
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